
DISTINCTIVE FEATURES:

• Microphone wireless transmission distance: up to 

35 m 

• Frequency band type: VHF

• Wireless VHF microphones with receiver

• SPECIFICATION:

• Frequency range: 174-216 MHz

• 15kHz Signal-to-noise ratio(S/N): ≥90 dB

• Frequency band: 174-216 MHz； THD：≤0.5%

• RF power: 10 dBm

• Audio Frequency Response: 40~18000 Hz

• Transmitter transmit power: 10 mW 

• Receiver input: 6.35 mm audio plug

• Maximum receiver output level: 300 mV（-7 dB）

• Receiver battery: 18650 lithium battery 3.7 V

• Receiver charging time: 5-6 h 

• Receiver playback time: up to 12 h 

• Microphone battery: 18650 lithium battery 3.7 V

• Microphone playback time: Up to 8 h

• Receiver power source: DC 5 V, 1 A

• Includes: 1 x receiver, 1 x handheld microphone, 1 

x type-c charging cable, 1 x windproof sponge , 1 

x non-skid ring, 1 x AUX conversion plug

WIRELESS VHF MICROPHONE 

AWM22SG

DISTRIBUTOR:

2N-Everpol Sp. z o.o. 

02-801 WARSAW, ul. PUŁAWSKA 403A, POLAND

tel.: +48 22 688 08 00, www.prime3.eu, info@prime3.pl

EAN Code: 5901750507090

DEVICE DIMENSIONS AND WEIGHT:

Microphone dimensions: 25.4 x 4 x 4 cm

Receiver dimensions : 11.5 x 3.8 x 2.3 cm

Weight: 0.175 kg

LOGISTICS DATA:

Unit packaging:

Dimensions: 30 x 10.2 x 5.8 cm

Weight: 0.375 kg

Dimensions: 62 x 43 x 32 cm

Weight: 16.5 kg

Number of pcs: 40

CN Code: 8518 10 00

Designed to provide crystal-clear audio transmission without the limitations of cables, this 

microphone system is perfect for presentations, performances, public speaking, and more. 
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